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M.V.  KALEETAN ADDENDUM  3 
DOCKSIDE  PRESERVATION   
G:\PWC\VESSEL\ FY 06\7076 

DATE: JANUARY 27, 2006   
 
TO:  ALL  INTERESTED  PARTIES 
 
RE:  M. V.  KALEETAN  

DOCKSIDE  PRESERVATION   
CONTRACT  00-7076 

 US  FTA  #WA-03-0175-00-01 
 
 

ADDENDUM  NO.  3 
 

This is to inform you of the following updates and changes to the Invitation For Bids (IFB) 
for the above-referenced project: 
 
BIDDER  INFORMATION 
SPECIFICATIONS 
IFB Volume I 
 
Attached hereto and incorporated herein are revisions to the IFB Schedule and the Technical 
Specifications documents. 
 
QUESTIONS  AND  ANSWERS 
 
Attached hereto and incorporated herein are six (6) Questions and Answers regarding the 
IFB Technical Specifications documents. 
 
All other terms and conditions remain unchanged.  All bidders will be required to 
acknowledge receipt of this Addendum on the Bid Form.  All Addenda will become a part of 
the Contract. 
 
      Sincerely, 
 
 
 
      Barbara Olson 
      Contracts Coordinator 
 
Attachment 



ATTACHMENT  TO 
ADDENDUM  NO.  3 

 
 
BIDDER  INFORMATION 
IFB Volume I 
 
IFB SCHEDULE 
 
The IFB Schedule has been revised to incorporate a revision to the Bid Due Date.  
Subsequent IFB due dates have been revised accordingly.  A revised IFB Schedule is 
attached hereto and incorporated herein.  The revised Schedule supersedes and replaces the 
previously issued IFB Schedule. 
 
 
BIDDER  INSTRUCTIONS 
 
BID DUE DATE 
Section 2 
 
Page 1, line 27.  Revise the Bid Due Date to read "11:00 a.m. on Tuesday, February 7, 2006.”  
 
 
 
 
TECHNICAL  SPECIFICATIONS 
IFB Volume I 
 
SHIP  SERVICE  DIESEL  GENERATORS  PIPING  MODIFICATIONS 
Item 3 
 
Page 4, lines 12 - 15.  Paragraph A.  (As revised in IFB Addendum No. 2.) 

Delete the entire Paragraph A and replace with the following new text: 
 
“A. The intent of this Item is to change out the installed salt water cooling pumps 

and pipe modifications called out in WSF DWG 8202-627-074-01 Rev A, 
detail 38C.  Disconnect and remove the existing No. 1, No. 2 and No. 3 Ship 
Service Diesel Generator salt water cooling pumps and piping as shown on 
WSF DWG 8202-627-074-01, detail 38C, M.V. Kaleetan, Generator 
Replacement Machy ARR & Piping Mods.” 

 

M.V.  KALEETAN  ADDENDUM  3 
DOCKSIDE  PRESERVATION  ATTACHMENT PAGE  1 
G:\PWC\VESSEL\ FY06\7076 



 
 
Page 4, line 22 - 24.  Paragraph C.  (As revised in IFB Addendum No. 2.) 

Delete the entire Paragraph C and replace with the following new text: 
 

 “C. The Contractor shall furnish a Carver Model GH, Frame Mounted, 1.25 x 1 x 
5 w/ 4.25" Impeller, Semi-Open, 50 GPM @ 50 Ft. TDH; Mechanically 
Sealed; All 316 S.S. Construction (Casing, Impeller, Shaft, Shaft Sleeve, & 
Internally Wetted Hardware); 3500 RPM, 1-1/2 HP, 60 Hz. / 3 Ph. / 440 V, 
TEFC, IEEE 45 Marine Duty Motor.  Install new Contractor Furnished 
saltwater pumps and piping as shown on WSF DWG 8202-627-074-01.  
Reuse the existing wiring and controllers.” 

 
 
 
 
VOLT  DC  SYSTEM  INSTALLATION 
Item No. 23 
 
Page 24, lines 33 - 34.  Paragraph B. 

Delete the entire text in Paragraph B and replace with the following new text:  

“Remove existing single pole breakers and replace with two (2) pole breakers as 
shown on DWG 8202-554-090-01.  Add two (2) additional panels as shown on 
DWG 8202-554-090-01.” 

 
 
 
Page 24, lines 40 - 41.  Paragraph E. 
 
Delete the entire text in Paragraph E and replace with the word “Vacant”.  
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QUESTIONS  AND  ANSWERS 
 
1. Q. [IFB, Technical Specifications, Item No. 3, Ship Service Diesel Generator 

Piping Modifications].   
 

Item 3 Para A as per Addendum 2. The DWG 8202-627-074-01 Rev A is for a 
completely new cooling system piping reusing the heat exchangers, strainers 
and valves.  Is it the intent of WSF to have the complete salt water system 
from sea chest valve to overboard torn out and re-installed? Or are we to 
remove the old pumps, install new pumps and modify the piping as required 
to connect the new pumps to the existing system? 

 
A. The intent of the Item is to perform the modifications on DWG 8202-627-074-

01, REV A, as shown on detail 38C to all three (3) generators.  Please see the 
revisions to the IFB Technical Specifications in this IFB Addendum.   

 
 
 
2. Q. [IFB, Technical Specifications, Item No. 3, Ship Service Diesel Generator 

Piping Modifications].   
 

IFB, Technical Specifications, Item No. 3 Ship Service diesel Generators 
Piping Modifications. Attachment to Addendum No.2, Page 4, line 22. 
Paragraph C, Carver model L & H, Saltwater cooling pump specified in 
addendum #2, is not available. 

 
A. Please see the revisions to the IFB Technical Specifications in this IFB 

Addendum.   
 
 
 
3. Q. [IFB, Technical Specifications, Item No. 15, Motor Control Panel Upgrades].   

Page 15, lines 30 – 31.  Paragraph I. 
 
Connect new remote start/stop fire pump and fire and bilge pumps to the 
locations designated on the switchboard location. 
 
Is contractor supplying these switches?  If so, switches are not on the material 
list of drawing #8202-659-091-01, and contractor will need direction as to 
what types will be required. 

 
A. Pushbotton start/stop switches are currently installed in the switchboard. 
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4. Q. [IFB, Technical Specifications, Item No. 21, Automatic Draft Indicator System  

Installation].  Page 23.  Paragraph J. 
 
Paragraph J instructs contractor to obtain the services of Weir-Jones to assist 
with startup/commissioning.  General note 12 of drawing 8202-607-095-01 
states that WSF will provide those services.  Please clarify. 

 
A. The Contractor shall provide the services as outlined in the IFB Technical 

Specifications. 
 
 
 
5. Q. [IFB, Technical Specifications, Item No. 23, Volt DC System Installations]. 

Page 24, line 33.  Paragraph B. 
 
Specification directs contractor to remove two (2) single pole breaker panels 
and replace with two (2) pole breaker panels as per Dwg. 8202-554-090-01. 
Dwg. actually shows four (4) two pole breaker panels with two of them as 
existing. 

 
During the ship check, it was apparent that there weren’t any existing two 
pole panels. Does WSF intend to accomplish this modification in entirety and 
assume there isn’t any existing equipment? 

 
A. Please see the revisions to the IFB Technical Specifications in this IFB 

Addendum. 
 
 
 
6. Q. [IFB, Technical Specifications, Item Nos. 23, Volt DC System Installations]. 

Page 24, line 33.  Paragraph E. 
 

Item 23 Para E calls for new Battery Chargers, power supplies and disconnect 
switches as per DWG 8202-554-090-01. This drawing lists two battery 
chargers and two disconnect switches as existing and makes no mention of a 
power supply. Please confirm requirements for new equipment? 

 
A. Please see the revisions to the IFB Technical Specifications in this IFB 

Addendum. 
 
 

 
( END ) 
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